
CP 025  2S FM– – 0 G 21 S––40

350

Product 
type
CP
CPS
NP
NPL 
NPS 
NPT
NPR 
HDV

Size

005 - 045
015 - 035 
005 - 045 
015 - 045 
015 - 045 
005 - 045 
015 - 045 
015 - 035

Ordering code – planetary gearboxes

Gearbox model
F = Standard 
A = HIGH TORQUE 
T = HIGH FORCES (HDV)

Gearbox variant
M = Motor-mounted

Motor connection
S = Clamping hub

Number of stages
1 = 1
2 = 2

Ratio

Output shape
(output shaft)
0 = Smooth shaft
1 = Shaft with parallel key
2 =  Splined shaft  

(DIN 5480)

Output shape
(flange)
0 = Flange

Backlash
1 = Standard

Generation
1
2 

Characteristics
F  = Food-grade lubrication
S  =  Standard
Z =  Special version housing (HDV)

Clamping hub diameter
(see table)

Mounting positions and clamping hub diameters

B5 
Horizontal

V3 
Output vertical 
upwards

S 
Can swivel ±90° from 
horizontal position

V1
Output vertical 
downwards

Clamping hub diameter
(see technical data sheet for possible diameters)

Code letter mm

Z 8

A 9

B 11

C 14

D 16

Code letter mm

E 19

G 24

H 28

I 32

K 38

For information purposes only – not required when placing orders!
Please contact WITTENSTEIN alpha for deviating mounting positions.




